
#2&Btr Rough (incised) 
6x6    10—24’ 
8x8    10—20’, 24’

Hem Fir/Pine #2&Btr Rough Refusal (incised)
8x8    8’

PRESERVATIVE
TREATED

Phone: (800) 621-0991
Fax: (888) 471-5026
www.AllweatherWood.com

MCA Southern Yellow Pine (SYP) .15 PCF UC4A
#1 S4S Cedartone
2x4              8—20’ (No 14’, 18’, 20’)
2x6, 2x8, 2x10             8—20’ (No 18’)
2x12       8—20’

Radius Edge Decking-Standard
5/4x6       12’, 16’

Ponderosa Pine #3 S4S
1x4       16’

CA-C Hem Fir Cedartone .15 PCF UC4A
Std&Btr S4S (incised)  
4x4    8’, 10’, 12’, 16’

#2&Btr S4S (incised) 
6x6    8’, 10’, 12’, 16’

#2&Btr Rough (incised) 
4x6    10—20’ (No 14’, 18’)
3x12, 4x12, 6x8   12’, 16’, 20’ 

CA-C CDX Plywood Green Tone
1/2”, 3/4”      4x8

CA-C Foundation Grade Green Tone .31 PCF 
UC4B

1/2”, 5/8”, 3/4”      4x8

CA-C Pine Green Tone Refusal

Borate .25 DOT (SBX) / .17 PCF (B203) UC2
Mixed Species, #2&Btr S4S Blue Tint
2x4, 2x6      12’, 14’, 16’

MCA SYP Superior KDAT .15 PCF UC4A
#2 Prime S4S Treater Series, Cedartone
2x4       8—20’ (No 14’, 18’, 20’)
2x6, 2x8, 2x10       8—20’ (No 18’)        
2x12               8—20’

S4S Douglas-fir / Mixed Species, #2&Btr 
2x4       8—20’ (No 14’, 18’, 20’)
2x6       8—20’ (No 18’)
2x8       10—20’ (No 18’)
2x10       10’, 12’, 16’, 20’
2x12       12’, 16’, 20’

S4S Douglas-fir, #1&Btr
6x6, 6x8, 6x10, 6x12     20’

Interior Fire Treated CDX Plywood
1/2”, 5/8”, 3/4”      4x8

Interior Fire Treated ACX Plywood
3/4”       4x8

Interior Fire Treated Underlayment T&G
3/4” Sturdi Floor, 
Full Faced                  4x8
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Interior Fire Treated Lumber UCFA (Red Tint)

CA-C Hem Fir Green Tone .31 PCF UC4C

#2&Btr S4S (incised) 
4x6    8’, 12’, 16’

CA-C Hem Fir Cedartone .15 PCF UC4A

Rough Landscape Timber Refusal 
4x6    8’ (Cedartone only)
6x6    8’, 10’, 12’, 16’

CA-C Pine Green Tone/Cedartone

CA-C Refusal, Green Tone
3x4    8’

Slabbed Cores

Peeled Pine Posts, 1” taper per 8’*
3”—7”    6’-6”—16’

Barkies, Not Peeled, Special Order
3”—12”    8’—30’

MCA Deck Accessories Cedartone
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Balusters                                                                                 
2x2, Square End  8’
2x2, Beveled on 1 End  42”

Stair Risers 
3-Step, 4-Step, 5-Step

CCA Laminated Columns .60 PCF UC4C
#1 SYP 3 PLY Treated Bottoms, Min. 6’ w/MSR 1650 Uppers

2x6       14—32’
2x8       20—28’
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Exterior Fire Treated Lumber UCFB
S4S Douglas-fir / Mixed Species, #2&Btr 
2x4, 2x6      16’
2x8, 2x10, 2x12      16’

Exterior Fire Treated CDX Plywood
1/2”, 3/4”      4x8


